
This process will need 1x frame,12x weaving cards (or ‘tablets’),
1x Cone of Yarn, Scissors and shuttle (optional)

1. Equipment

shuttleframe cards yarn scissors



Measure and cut a piece of yarn 3x the length of your frame.
You will need 2 pieces of cut yarn (as measured above) per card.

I’m using 12 cards so I need 24 pieces of yarn.

2. Preparing the warp



a. Take 2x pieces of cut yarn and fold them in half b. Pass the folded end under the frame c. Pass the ‘loose’ ends through the loop

3. ‘Warping’ the frame



d. The loop is now ready to position on the frame e. Once in the correct position pull tight f. Continue until you have used up all the cut yarn



g. Now it’s time to thread the cards



a. Separate the �rst 4 threads from
the know on the right hand side

b. We’re going to thread in the “z” direction
(from the back of the card to the front)

c. Take one of the separated threads and pass
through one of the holes on the card 

4. Threading the cards



d. As we are only using one colour you can pass
it through any hole as long as you only put one

thread in each hole.

e. Continue to thread the remaining 2 threads
in your �rst card

f. Place the card to the right, be careful to
make sure the threads are still starting behind
the card and laying on top (the “z” threading)



g. Tie slip knot in the end of the 4 threads to keep
the card securely in place while you thread the rest 

h. Repeat the same process with the second
 card and bunch of threads from the frame 

i. Work your way across the ‘warp’ 



j. Continue threading until you have used 
up all the yarns on the frame 

k. The warp is now ready to be tensioned



a. Before starting to tie-on and tension the warp,
you will need to elevate one end. Here a shoe box
has been used underneath one end of the frame 

b. Take the threads and card on the left hand
side of the loom and pull the 4 threads tight

c. Pass the threads around the end of the frame
and split into 2 bunches of 2 threads

5. Tensioning the warp



d. Pull tight and tie threads over 
the top of the ‘warp’

e. Knot again with a double knot to secure f. This card is now tensioned and ready 



g. Repeat the tie-on process 
with the second card

h. Continue across the warp, making sure that the 
threads are all still in the ‘z’ position-passing from 

the behind the right side through to the front

i. Set-up is complete, the warp
 is now ready for weaving



a. Place the end of the yarn in the grove b. Warp the yarn around the shuttle, wind 
until the shuttle is full

6. Preparing the shuttle



a. Pass the shuttle from through the gap (‘shed’) b.On the �rst pass, tie the yarn 
to the side of the frame

c.Rotate the �rst card on the left 90 degrees 
anti-clockwise (towards the top of the frame)

7. Weaving



d. Rotate the remaining cards all by 90 degrees e. Pass the shuttle back across to the left f. Use the shuttle to press down the thread



g. Second row (or pick) complete h. Rotate the cards by 90 anti-clockwise i.Repeat steps d-h 



j. The weaving builds up k. Once the warp becomes to taut to twist begin
 to rotate the cards 90 degrees clockwise 

(towards the bottom of the frame)

l.Continue to move between rotating the cards 
forward and backwards until the warp is �nished



a. Starting from the top (above the cards) cut 
the �rst bunch (4 threads) close to the frame

b. Hold the bunch of threads tightly c. Hold the treads above the card, carefully 
slide the card off the end

8. Cut and Tie-Off the Weaving (Top Edge)



d. Make a loop by twisting the threads 
around 2 �ngers

e. Pass the end through the loop f. Pull the knot tight, close to the end of the weaving



g. Move to the next bunch of threads on the left h.Continue across the warp until 
all the bunches are tied off



a.Take the �rst bunch on the right b. Untie the knot c. Re-knot the bunch (steps 8d-8f)

9. Cut and Tie-Off the Weaving (Bottom Edge)



d.Continue across the warp until 
all the bunches are tied off


